
SOUND&LIGHTING INNOVATION

IBUKI SINCE 1922



IBUKI: Pioneering 
Maritime Safety 
Since 1922
Established in 1922, IBUKI has been at the forefront of 

maritime safety innovation. With a head office and factory in 

Osaka, Japan and a sales branch in Tokyo, IBUKI employs 60 

dedicated professionals. The company boasts an annual 

turnover successfully specializing in wide range of products 

from whistle systems to LED lighting which is ensuring the 

safety and efficiency of maritime operations.



About IBUKI

Head Office and Factory: Osaka, Japan

Sales Branch: Tokyo, Japan

No. of Employees: 60

Establishment: 1922

Annual Turnover: 15 million USD

Products: Whistle system, Navigation light, BNWAS 

General alarm system

Offshore warning alarm system

Junction box, LED lighting

Alarm sounder and beacon



公司概要

◆ 伊吹工業株式会社
◆ 1922年创建
◆ 总部・工厂  大阪市旭区高殿1-7-28

分部 東京都千代田区神田須田町1-22
◆ 主要产品

  汽笛装置
 声音接收装置
 LED航行灯、LED信号灯
 航行值班报警装置（BNWAS）

  船内报警装置
（通用报警、火災报警、Co2报警及其他）
 海洋报警雾笛装置
 电缆接线箱
 LED照明器具



依靠开发能力、最新生产设备而完善的自家独立一条龙生产系统
自家生产体制连贯・生产设备充实・設計新颖独到・产品开发灵活

PROCESS TECHNOLOGY
金属加工
利用领先引进的最新数控机床设备，构建了多品种少批量生产系
统，可对应所有零部件的精加工，尤其擅长于不锈钢材料的精加
工，其他黄铜、铝合金、树胶材料等加工业绩诸多。
板金加工引进了激光加工机、冲压机、剪切机、弯板机、点焊机
等设备，可对应所有金属加工。

ELECTRIC & ELECTRONIC TECHNOLOGY
电气・电子
电气部门最早始于开发生产汽笛的自动控制器，现已扩大到报警
控制板柜、报警显示板、消防装置控制板、马达启动箱等广泛产
品群，加上开关盒、插座等周边配件，可对应生产船用所需的所
有控制板。
此外，可承接电子线路开发、微电脑控制线路开发、软件开发、
通讯协议开发等，结合电气、电子双方的技术水平，不断推进产
品的高性能化、小型化。

DESIGN & DEVELOPMENT
开发・设计
有机融合机械、电气、电子、软件技术，产品革新层出不穷。
结合用户需求致力于量身定制，综合设计配套IBUKI相关产品，以帮助用户实现高效率低成本的系统引进。
检验设备
拥有无音室、耐久防音室及最新自动音响解析测量设备，不仅保证了IBUKI产品的高性能、高质量，
也构建了以合理成本迅速高效推出革新产品的开发体制。



1922 伊吹工業所 于大阪市港区创建
成功开发国产第一号电动（马达）警笛

公司发展史

1923-1952 电动（马达）警笛在大阪电气博览会上出展，获銀杯奖
蒸汽汽笛国产第一号被关釜联络船“金剛丸”采用

着手开发船用“蒸汽汽笛”, 并取得成功
于大阪市旭区 建设新工厂, 并将总部迁移至现在地点
以大型防空警笛为主力产品
接受运输省科学技术专用研究补助金做为音响设备改良研究費，
成功实现了“蒸汽汽笛”的改良, 并获得日、美、德、瑞典多国专利

1953-1977
接受日本舶用机器开发協会的船用大型汽笛开发试验委托，
成功开发活塞式汽笛
成功改良“蒸汽汽笛”
实现红色闪光灯、信号灯、树胶材质接线盒的产品化
按照海上冲突预防法改正要求，所有型号汽笛及各种闪光灯、
航行作业信号灯，获得运输省形式认证及其他多国政府形式认证
成功开发船用机舱电子报警系统（ENA100）, 并产品化



1978-2000
开发各种汽笛并获得国内外专利
开发生啤专用饮料器具, 成功实现国产化
开发满足IMO规范要求的救生艇用天蓬灯、室内灯、成功实现产品化
新建（改建）音响试验室, 获得运输省认证
开发超大型船用汽笛, 成功实现产品化, 获得运输省形式认证
AUTO BELL&GONG 获得德国BSH规范认证
开发声音接收装置, 成功实现产品化，获得运输省形式认证
开发第3种船用电笛, 成功实现产品化, 获得形式认证

2022～
～迎来创建100周年, 开启新的百年飞跃

2001-2021
开发船用声光报警设备, 实现产品化
开发大型建筑物空调吹风口, 实现产品化
开发满足第4种船相关修改法规要求的新型汽笛ES15, 实现产品化
开发报警灯柱，实现产品化
开发用于内通广播系统的船内、船外各种扬声器MARINE TONE系列产品, 开始销售
开发LED光源的船用照明器具, 开始销售（NAUTILIGHT）系列产品,
获得GOOD DESIGN奖

开发设置在灯台、海上浮标及海上风力发电站的雾笛, 实现产品化
开发新型BNWAS（驾驶室航行值班报警装置）, 开始销售
新工厂竣工



MH700 series ship length overall above 200m 
MH550 series ship length overall 75-200m

The IBUKI piston horn is an electric whistle featuring 
a piston reciprocating mechanism. There is no need 
for any air piping as the horn functions solely on 
electrical wiring. An optional snow guard and heater 
are available for colder climates.

IBUKI PISTON HORN

A200ES-B series ship length overall above 200m 
A180,A150 series ship length overall 75-200m

The IBUKI air horn is a diaphragm horn driven by 
compressed air. 
The horn has a low air consumption and a long lifespan 
for the diaphragm. An optional snow guard and heater 
are available for colder climates.

IBUKI AIR HORN

Ship length under 75m

A diverse range of air-driven, electric and motor 
sirens is available for vessels under 75m in length 
according to the requirement.

IBUKI AIR HORN/ELECTRIC HORN

Left top A100E air horn
bottom ES300 electronic horn

Right top Q100 motor siren
       bottom E150 magnet horn

Left top E90 magnet horn
       bottom E85 magnet horn
Right top ESR150 electronic 

horn

Under 20ｍ

For 20-75ｍ



The IBUKI STM time controller range includes an 
automatic fog signal generator that adheres to Rule 35 of 
the International Regulations for the Prevention of 
Collisions at Sea 1972 (COLREGS). 
Standard models offer a selection of different interfaces for 
integration with sound systems, while manual operation is 
possible via an external push-button switch or morse key.
Upon request, models are available with various voltages 
and mounting options.

IBUKI WHISTLE SYSTEM IBUKI WARNING ALARM SYSTEM
The IBUKI alarm relay box is available in multiple models  
ensuring maritime safety by the combination of an IBUKI 
whistle system and an variant warning alarm signals.



IBUKI HEEL INDICATOR

IBUKI EAS ALARM SYSTEM

The IBUKI EDBG100 Auto Bell and Gong System is an 
automatic signaling system complied to Rule 35 of the 
International Regulations for Preventing Collisions at Sea 
1972 (COLREGS). 
The system is composed of a control unit, an oscillator unit 
and two sets of speakers. 

IBUKI AUTO FOG BELL&GONG SYSTEM

The IBUKI ENA Series Electronic Alarm System boasts a 
reliable warning system.The speaker unit can be paired with 
an IBUKI LED beacon to gain the visibility in noisy area.

The IBUKI Heel Indicator (LDK-100) and Control Panel 
(HLC-100) contain a sensor detecting the heel angle. 
The LED indicator light allows the crew to assess the 
ship's tilt during loading and unloading. 

IBUKI BNWAS
The IBUKI WATCH ALARM SYSTEM WAS-100 
complies with all the requirements for BNWAS.
IBUKI digital control technology offers lightweight 
reducing wiring and hours of installation.



The IBUKI Air Horn is a diaphragm-type alarm horn 
sounded by compressed air.It is loudly sounded in 
noisy area in engine rooms and pump rooms.
The solenoid valve can be separated according to 
the specification.

IBUKI AIR HORN 75-UL series

The IBUKI air whistle is a resonating tube-type  
activated by compressed air. A distinct high frequency 
tone can be easily heard in loud environments. 
The solenoid valve can be separated according to the 
specification.

IBUKI  AIR WHISTLE

IBUKI ELECTRONIC BUZZER SBZ series

IBUKI  ELECTRONIC BELL EB-300 series
The IBUKI EB-300 Electronic bell is a comprehensive warning
alarm without any mechanical components.
All functions are controlled by an integrated circuit.
Built-in high-brightness LED flashes simultaneously.

The IBUKI SBZ2 electronic buzzer is designed for maritime 
use in noisy environments and controlled by an integrated 
circuit.
The buzzer is available in both panel and wall mount.



The IBUKI electronic siren is compact and lightweight design with significantly enhanced sound pressure 
whist power saving. All functions are controlled by an integrated circuit without any mechanical components.
Optional LED beacon are available according to the requirement.

IBUKI ELECTRONIC SIREN F30E

The IBUKI Electronic alarm is a marine grade housing  
designed for extremely harsh areas. Tone is changeable by 
adjusting DIP switches. 
The IBUKI EA series can be paired with an IBUKI warning 
beacon to develop into warning system.

IBUKI ELECTRONIC ALARM EA series

IBUKI LED BEACON LF series

Size(mm)
LF5 145×120×82

LF4 210×120×82

LF5-3 300×120×82

The IBUKI LF Flash beacon produces a bright flash.
The globe lens is uniquely designed for the LF series.
LF LED Beacon is applied the marine grade materials 
enabling a long life and high shock resistance whilst 
featuring low power consumption.



The IBUKI junction box is a waterproof box made of FRP-PBT.
Its durability and waterproof performance have been proven by applying IBUKI multiple products
operated under harsh conditions. Likewise IBUKI junction boxes deserve highest quality and durability. 
There is a vast selection of application with variant size according to the requirement.

Model 7S-2
Size(mm) 111×85×78

Model 1M
Size(mm) 164×136×85

Model 1FR
Size(mm) 130×130×72

Model 5MS
Size(mm) 221×190×104

Model 10MS
Size(mm) 234×255×140

Application

IBUKI JUNCTION BOX

The IBUKI junction box, made of FRP-PBT, is a 
waterproof box
whose durability and waterproof performance 
have been proven by its use in terminal boxes for 
steam whistles under harsh conditions. Along the 
same vein, the IBUKI junction boxes proved their 
worth and efficacy in terminal boxes for train 
whistles subjected to severe conditions. 
Additionally, apart from the examples provided, 
there is a wide range of types to choose from.
We manufacture control boxes and other products 
that incorporate a variety of devices in junction 
boxes. We produce switch boxes, socket boxes, 
screen panels, control boxes, and more, tailored to 
your requirements.



ESR-150 Electronic horn DPA-100 Microphone Amplifier Speaker(Optional)
Model		  ESR-150	
Frequency	 630Hz	
dB(1/3 Octabe)	 115dB over at1m
Rated voltage	 DC12.8V ～ DC24V
Voltage range	 DC11V ～ DC30V
Rated Ampere	 1A
Size(mm)		  W160 × H133 × D210
Weight		  1.65kg

Model		  DPA-100
Rated output	 10W
External speaker	 Max. 10W
Rated voltage	 DC12.8V ～ DC24V
Voltage range	 DC11V ～ DC30V
Rated Ampere	 1.5A
Size(mm)		  W160 × H64 × D45
Weight		  0.3kg

Model		  MT-5W		  MT-2.5W
Rated input	 5W		  2W
Output S.P.L.	 105dB		  90dB	
Impedance	 8 Ω		  20 Ω
Size(mm)		  160x133x210        	 82x82x82
Material		  Polycarbonate
Protection	 Waterproof	 -
Weight		  1.6kg		  0.35kg

Small The next standard features a low-profile design and minimal presence.

The rugged body  withstands harsh environments and vibrations.

New

ESR-150
ELECTRONIC HORN(Class-4 Ship length overall 12-20m)

Microphone Amplifier
DPA-100 

A compact and highly efficient amplifier equipped with the IBUKI D-ARCHI digital 
Broadcasting function with the ESR-150 electronic horn
Hassle-free against the unexpected noise
Connecting optional  speaker up to 10w 
Amplifier is power on only when the Microphone talk switch is pressed

Smart The latest digital control technology is packed into a tiny housing.

Strong
D-ArcHI
MICROPHONE AMPLIFIER

IBUKI KOGYO CO.,LTD.
www.ibukikogyo.co.jp

Series lineup
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ESR-150 Electronic horn

Voltage range:DC11~30V
Push button switch for blow(Genuine option:PBF-1）
Protect the power supply with fuse,circuit breakers etc
Use M8 bolt for installation
Use DPA-100 Amplifier for broadcasting

DPA-100 Microphone Amplifier

Voltage range: 11~30 VDC
Amplifier activates on and off with 
Microphone talk switch
Hangs and mounts with brackets
Use the ESR-150 as a loudhailer

IBUKI KOGYO CO.,LTD.
7-28 Takadono 1-chome Asahi-ku
Osaka 5350031,JAPAN
Tel	 ：+81 6 6922 5115	
E-mai	 ：ibukimk@ibukikogyo.co.jp
URL	 ：www.ibukikogyo.co.jp

Producted by Distributor

W i r i n g  D i a g r a m

RED/赤POWER/電源
（+）

BLACK/黒

BLUE/青POWER/電源
（-）

GREEN/緑

POWER/電源
（+）

POWER/電源
（-）

RED/赤

WHITE/白

SW

DPA-100

BLACK/黒

GREEN/緑

ESR-150

HORN/汽笛

HORN/汽笛

SPEAKER/スピーカ ※1

SPEAKER/スピーカ ※1

※1 外付スピーカ (最大定格 10W at 4Ω）

D-ARCHI
MICROPHONE AMPLIFIRE

POWER OVERLOAD

IBUKI
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Source Indecator

Volume Control nob

Over load indicator

Lead wire 50㎜

Mic.receptacle
Cable inlet

202020 20 20
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5

2-6×20

4-5×20

3
5

118

Mounting Angle

Mounting Plate

Cable 2m

*1 Additional speaker (Maximum rating 10w at 4Ω）









IBUKI
IBUKI KOGYO CO.,LTD.

www.ibukikogyo.co.jp
IBUKI KOGYO CO., LTD.

ES300 ELECTRONIC HORNES300 ELECTRONIC HORN

The IBUKI ES300 Electronic Horn is a highly durable model to withstand harsh marine 
environments.Horn unit is generated the sound from the high-performance driver unit.
The surface is no plastics but the metal enclosure with marine grade aluminum. 
The oscillator unit has a dual function as an amplifier and a signal controller.
The model is powered by DC24V input, optional AC/DC converter is available when  
operate under AC voltage.An optional heater are available for colder climates.

HORN UNIT OSCILATOR UNIT

Class III Ship length overall 20-75m



www.ibukikogyo.co.jp
IBUKI KOGYO CO., LTD.

Horn unit
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CABLE GLAND FOR HEATER
電線貫通金物（ヒータ用）

CABLE GLAND FOR WHISTLE
電線貫通金物（汽笛用）
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ALARM AUTO FOG SIGNAL FREE BLOW
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Oscilator unit

Wiring diagram

Weight
Horn

diameter(mm)
Length(mm)PowerdB(A)/1mFrequencyCertificateModel

25kg480606DC24V 15A130dB over420HzNK(JG),CCSES300

A1 A2 A3 A4 A5 A6 C11 C12 AL1 AL2 AX1 AX2

C1 MC1 MC2 MC3 MC4SP1 SP2 C2 P1 P2P N E

電源入力
POWER INPUT DC24V

MIC

EX. MICROPHONE
外部マイクロフォン

WHISTLE BLOW CONTACT OUTPUT
汽笛吹鳴接点出力

一般非常警報開始入力
GENERAL EMERGENCY ALARM START INPUT

GENERAL EMERGENCY ALARM SIGNAL OUTPUT
一般非常警報信号出力

GENERAL EMERGENCY ALARM STOP SIGNAL
一般非常警報停止入力

EX. WHISTLE OUTPUT
外部汽笛吹鳴出力

警報音開始入力
ALARM START INPUT

AUX. INPUT
外部入力

HORN UNIT

ホーンユニット

CABLE GLAND
電線貫通金物

25C

M M
M M

PUSH BUTTON SWITCH

押ボタンスイッチ



NAUTILIGHT 
NAVI

The NLL series is a revolutionary new design developed to meet next 
generation standards and a completely fresh approach to the 
navigation light to support the vessels more technologically 
sophisticated and the maritime safety-focused.

Advanced features
*Newly-developed LED bulb with self monitoring  
*Changeable LED bulb
*Same size on single/double tier 
*Wide voltage

www.ibukikogyo.co.jp
伊吹工業株式会社NAUTILIGHT

NAVI

For the ship length LOA over 
50m



NAUTILIGHT
NAVI

Tel:+81 6 6922 5115
Email:ibukimk@ibukikogyo.co.jp

Head office&factory
IBUKI KOGYO CO.,LTD. 7-28,Takadono 1chome,Asahi-ku
Osaka 5350031,Japan

Model Type NM Light color Angle Remark

NLLM-1W/1WD MASTHEAD 6 WHITE 225 Single/Double lamp

NLLG-1R/1RD PORT 3 RED 112.5 Single/Double lamp

NLLG-1G/1GD STBD 3 GREEN 112.5 Single/Double lamp

NLLS-1W/1WD STERN 3 WHITE 135 Single/Double lamp

NLLA-1W/1WD ALLROUND 3 WHITE 360 Single/Double lamp

NLLA-1R/RD ALLROUND 3 RED 360 Single/Double lamp

NLLA-1G ALLROUND 3 GREEN 360

NLLT-1Y TOWING 3 YELLOW 135

NLLA-ML ALLROUND 5 WHITE 360

NLLF-1R FLASHING 2 RED 360 Flash time 120-140/min.

NLLF-2R FLASHING 2 RED 360 Flash time 180-200/min.

NLLF-1G FLASHING 2 GREEN 360 Flash time 120-140/min.

NLLF-2G FLASHING 2 GREEN 360 Flash time 180-200/min. AC voltage only

Specification

Voltage

Power consumption

LED lifetime

IP

Kg

Class approval

AC100~110V/AC220~230V/DC24V

Max.12W

40000hrs

IP56

Approx.2.5(Double lamp 3.5)

MED,BV,JG



IBUKI
IBUKI KOGYO CO.,LTD.
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MARINE WARNING SYSTEM

IBUKI LED Indicator column AIC series are ideal equipment of alarm indication by 
optical and audible means in harsh environment onboard such as engine,cargo and 
machinery space.The model is available in console and wall mount application.Each 
signal column can be looping connection.
IBUKI individual sounder and beacon are supplement of alarm development system.
Maritime safety is ensured by the combination of an IBUKI alarm device 
together with an integrated warning alarm system.

AIC ALARM INDICATORIBUKI ALARM DEVICES

AIP PANEL INDICATOR



PUBLIC  ADRESSOR



Spec & Outline



System Diagram

Marine Speakers
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OFFSHORE WARNING SIGNAL

FH-2000R
2-MILES FOG HORN

The IBUKI FH series foghorn provides the latest marine signal for 
use in restricted visibility and harsh environment on offshore wind 
mill,oil rigs, buoys and ports etc.
It complies to IALA standards and three models are available, each 
with a different sound output and acoustic range.Models are suitable 
as disaster warning signal on emergency situation.

Type
   FH-500R   (1/2 miles fog horn)
   FH-1000R (   1 miles fog horn)
   FH-2000R (   2 miles fog horn)

Features
　No need for a separate oscillator
　Omni-directional sound 
　Durable in harsh weather and extreme marine conditions.
　Low power consumption
　Custom order on demand with solar and battery driven module
    Built-in heating in cold area
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